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Columns 1-2 should be completed by the contracting authority
Columns 3-4 should be completed by the tenderer
Column 5 is reserved for the evaluation committee 
Annex III - the contractor's technical offer
The tenderers are requested to complete the template on the next pages: 
· Column 2 is completed by the contracting authority shows the required specifications (not to be modified by the tenderer), 
· Column 3 is to be filled in by the tenderer and must detail what is offered (for example the words ‘compliant’ or ‘yes’ are not sufficient)  
· Column 4 allows the tenderer to make comments on its proposed supply and to make eventual references to the documentation
The eventual documentation supplied should clearly indicate (highlight, mark) the models offered and the options included, if any, so that the evaluators can see the exact configuration. Offers that do not permit to identify precisely the models and the specifications may be rejected by the evaluation committee.
The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.



	1. Item Number
	2. Specifications Required
	3.
Specifications Offered
	4. 
Notes, remarks, 
ref to documentation
	5.
Evaluation Committee’s notes 

	
	Description
	
	
	

	1
	Workstations running special software with technical specifications

	Type of workstations: The workstations are to be used for educational and research purposes for the project „Modern Tools for wildfires’ and Floods’ Risk punctual forecast and monitoring and innovative techniques for citizens’ safeguard awareness and preparedness“ and these workstations will be included in Information System for monitoring of forest area, forest fire detection, and early warning.
Processor: Minimum a processor with *Processor Average CPU Mark ≥25300 (≥8 Cores, ≥ 3.5 GHz)
Motherboard: CPU Chipset (To support the CPU), ≥ 4xDDR4 slots, ≥ 1xPCIex16 4.0, ≥ 2xPCIex4 3.0, ≥2xPCIex1,2xM.2, ≥6xSATAIII, ≥12x USB (3.2/3.1/3.0/2.0), ≥ 1x microphone + ≥ 1x headphones (or ≥ 1x combo jack)
Cooling: To support the CPU
Hard disk 1: SSD M.2 with a minimum of 1TB 
Hard disk 2: HDD 3.5” with minimum 2TB
RAM memory: DDR4 4000 MHz with a minimum of 64GB
Graphic card: PCI Express® Gen 4 Socket with ≥ GDDR6X 24 GB, Memory speed ≥ 19.5 Gbps, Clock Speed ≥ 1860 MHz. Ports/Connectors: minimum 3 x DisplayPort (v1.4a) and minimum 1 x HDMI (for support of 4K@120Hz)
LAN: Minimum integrated - 1 x GbE LAN chip (1 Gbit/100 Mbit)
Audio: Minimum Integrated Audio Card
Monitor: Minimum monitor 27'' HDR 60Hz
Keyboard: Standard USB keyboard
Mouse: Standard USB optical mouse
Speakers: with a subwoofer of minimum 4W, 1 headphone jack
Case: Minimum Mid Tower Case (to support the integration of all purchased components)
Power: Minimum 1000W (to support the workstation components)
Functional perspective: high-performance computing, machine learning, video and image editing, rendering, data processing.
Requirements for guarantee: Minimum 2 years
Earliest Release date of the equipment: January 2021
Environment for operating: Laboratory
The supplies shall include all accessories necessary for proper operation of the equipment such as power cables, interconnect cables, and adapters, to make the provided equipment fully operational and functioning fitting the intended purpose.
* Processor Average CPU Mark – CPU benchmark according to https://www.passmark.com

	
	
	

	2
	360° camera 
	Type of camera: 360° camera
Aperture:  minimum f/2.0
Photo resolution: 360: 6080x3040
Video resolution: 360: 5.7K Capture
Micro SD card: minimum 32GB
Minimum characteristics: 
· FlowState Stabilization
· Steady camera mode
· Waterproof to 5 m
Requirements for guarantee – Minimum 1 year

	
	
	

	3
	Drone for environmental monitoring
	Type of drone: Drone to monitor the environment in unsafe locations, such as forest areas.
Minimum characteristics of aircraft: 
· Flight Time: 20 minutes and over
· Wind Speed Resistance - 10 m/s and over
Vision System - Forward, backward, and downward vision system
Infrared sensing system
Camera: minimum 20MP
Supported photo extensions: JPEG, DNG (RAW), JPEG + DNG
Supported video extensions: MP4/MOV 
SD Card: microSD - min capacity of 32 GB
Operating Temperature Range: 0° to 40°C
Tools and accessories: 
· Remote controller with battery minimum of 5000 mAh and HDMI, USB ports
· Charger
· Flight battery – minimum 5000 mAh
· Supported application for live view
Requirements for guarantee – Minimum 1 year

	
	
	

	4
	Uninterruptible power supply (UPS) and NAS storage
	Type of Uninterruptible power supply (UPS): Battery Backup and surge protector for electronics and computers
Minimum requirements:
· Output power capacity: 400 Watts 
· Connectivity: To provide management of the UPS via serial port and USB port.
· Number of power cords: 2
· Audible alarm 
· Led display
· Operating temperature: 0 - 40 °C 
· Transfer time: Maximum 15 ms
Accessories:
· Software, Documentation, USB cable

Type of NAS storage: High-capacity NAS storage 
Minimum requirements:
· CPU Architecture: 64-bit
· System Memory: 4 GB SODIMM DDR4
· M.2 Slot: Optional via a PCIe adapter
· USB ports: 3 x 3.2 
· Storage pool size: 300TB
· RAID Type: 8-bay (and more): JBOD, Single, RAID 0, 1, 5, 6, 10, 50, 60
Requirements for guarantee – Minimum 2 years

	
	
	

	5
	Projector
	Type of Projector: Projector with smart touch kit (wall mount)
Minimum requirements:
· Resolution: 1024 x 768 up to 1920 x 1200
· Digital zoom: 2x 
· Number of lamps: 1
· Lamp life: 5000 Hours 
· Ports: HDMI, VGA, Audio
· Audio speaker
Smart touch kit with laser image calibration technology
· Multi-touch
· Automatic calibration, manual calibration
· Software for calibration and whiteboard
Projector mounts
Requirements for guarantee – Minimum 3 years for the projector with smart touch kit and minimum 1 year for the lamp.

	
	
	

	6
	IP cameras
	Type of camera: IP camera FHD with integrated microphone
Aperture: minimum f/2.0
Video resolution: 1080p (Full HD quality)
Built-in microphone and speaker
SD Card: microSD - min capacity of 32 GB
Minimum features:
· Person detection
· Motion Tracking
· Sound detection
· SD card recording
· Live view
· Night vision
Connectivity: Wi-Fi, 10 /100 Base-TX Ethernet (RJ-45)
Requirements for guarantee – Minimum 2 years
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